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Jaya Shree extrafine merino



Ultra soft, luxurious,extrafine merino

Jaya Shree ExtrafineMerino presents its
contemporary colour collection. The
Extrafine Merino is specially processed
to provide a super soft, lofty feel and
luxurious handle. Made of
basolan treated Extrafine Merino
19.5 micron Australian wool, carefully
crafted to retain fullness in a softly
twisted yarn particularly suitable for
knitwear.

Jaya Shree Textiles is part of the Aditya
Birla Group, a US$ 24 billion corporation,
anchored by a dedicated work force
of 100,00 employees, from 25 different
nationalities. Over 50 percent of its
revenues are generated from
businesses across the world. The
Aditya Birla has operations in many
countries - India, Thailand, Laos,
Indonesia, Philippines, Egypt,
Luxembourg, USA, UK, China,
Canada, Australia, Switzerland
Germany, Hungary, Brazil,Italy, France,
Luxembourg, Switzerland, Malaysia and
Japan.

Quality management at Jaya
Shree Textiles, is- both a philosophy
and a set of guiding principles. The
combination of fundamental
management techniques, innovative
improvement efforts and specialized
technical skills, all aim to
continuously develop the manufacturing
process. Certifications maintained: ISO9001,
ISO 14001, SA 8000, OHSAS 18001, Oeko-tex
100.
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Technical Information

100%Merino extrafine basolan shrink-resist treated
Soft-twist for Knitwear

2/30Nm (spun 2/27.5Nm) single jersey, 19.5 micron Australian merino wool

Flat-bed
Flat-bed

12/14 gg 1 end cotton fully-fashioned
7/8/10 gg 2 ends cotton fully-fashioned

18/21 gg
12/15gg

1 end
2 ends

2/48Nm (spun 2/42.5Nm) single jersey, 19.5 micron Australian merino wool

Flat-bed
Flat-bed

14/16 gg 1 end cotton fully-fashioned
12 gg 2 ends cotton fully-fashioned

21/24 gg
18 gg

1 end
2 ends

Finishing:

Plain stitch swatch - steam at 140°c to complete relaxation of the loops. Pressat 4-5
bar for 4-6 seconds only.
Toenhance softnessand bulk treat at 28°c +/- 1°c and at ph 6.5 (Adding acetic
acid) with a cationic or silicon-based softener 2-3% o.W.W. At m:1ratio 1:20 for 1-3
minutes. Extract water at 900 rpm for a short time and leave in a slightly wet
condition. Steam at 140°c at 4-5 bar pressure for 5-6 seconds.

Double knit swatch - steam at 140°c to complete relaxation of the loops. Pressat 2-3
bar pressure for 5-6 seconds.

Colour fastness:

Colour fastness as per Woolmark specifications (except bleached white). Any
special requirement of fastness should be advised at the time of order.

Quantity:

Standard weight 30 kgs. Extra charge for smaller quantity.
Surcharge for melange colours.
Please enquire for stock availability.
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